
MONOTUBE BALANCED CANTILEVER
STRUCTURAL DETAILS 1
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DETAIL D

¼" CAP SCREWS ASTM F-593 ~ TAP REINFORCEMENT RING
WITH 8 TOTAL EQUALLY SPACED AROUND COVER ¡

10.1-A3-1

10.1-A3-1

DETAIL C
POST BASE

10.1-A3-1

DETAIL G
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SECTION N

BEAM

REINFORCEMENT RING
(¡ ¼)

Â" THICK x Ð"
NEOPRENE GASKET

COVER ¡ ¼ 

POST

GROUNDWIRE TERMINAL **
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SEE DETAIL H
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10.1-A3-1

OUTSIDE EDGE OF
STIFFENER & POST (TYP.)

ATTACH EACH VMS SUPPORT 
BRACKET TO MOUNTING BEAM 
WITH (2) ½"ø BOLTS (ASTM A 193 
CLASS 2, GRADE B8), AT
ALL MOUNTING BEAM LOCATIONS

BUSHING

SEE STD. PLAN J-75.40-00
SHEET 1 OF 2. DETAIL B FOR
PULLING GRIP OR TWO SCREW
CONNECTOR DETAIL.

MOUNTING 
BEAMS W4x13 

BEAM

ACCESS
DOOR

ATTACHMENT BRACKET NOT
SHOWN FOR CLARITY.¼
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NEMA 3R TERMINAL CABINET DETAIL
ß IF NO OTHER HAND HOLE IS WITHIN 1'-6" OF CABINET

1'-4"(H) x 1'-0"(W) x 8"(D)
STAINLESS STEEL NEMA
3R TERMINAL CABINET

¼" GAP W/¼" THICK NYLON
BUSHING WASHER FOR 
SPACER (TYP.)

É"ø x 1½" BOLT &
WASHER (4 TYP.)
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MONOTUBE

2" DIA. TAPPED HOLE
W/ THREADED NIPPLE

¢ 6"ø HAND HOLE
  CENTERED OVER NEMA
  TERMINAL CABINET ß

END BUSHING (TYP.)

É" LOCK WASHER &
LOCK NUT (4 TYP.)

2×"

3
"

4
 S
P
A
. 
@
 7
½
"

=
 2
'-
6
"

3
"

2'-6"

6" 1'-6" 6"

3
'-
0
"

2
'-
0
"

3" 3"4 SPA. @ 6"
= 2'-0"

À MAX
REINF.

À MAX
REINF.

¢ POST

2" (TYP.)

SECTION E

1½" x 1" DRAIN
SLOT (TYP.)

2¼"ø HOLE 
FOR 2"ø ANCHOR 
ROD (TYP.)

3" R. (TYP.)
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SEE DETAIL G
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É" STIFFENER
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¢ POST

¢ ¾"ø DRAIN HOLES

¼

¢ ¾"ø DRAIN HOLES

6"

¼

3'-0" 3'-0"

¢ 6"x11" HAND HOLE

¢ BOLTED SPLICE

¢ 6"x11" HAND HOLE

¢ BOLTED SPLICE

¢ 6"x11" HAND HOLE

¢ 6"x11" HAND HOLE

1'-6"1'-6"

9" SQUARE HOLE WITH 3" RADIUS
@ CORNERS, CENTERED IN BEAM
BOTTOM & STIFFENERS.

DETAIL A

À MAX
REINF.

*
MT & VT @ ROOT
PASS 100% & @
COVER PASS 100%

*

note to designer

adjust drain holes & handholes if there 
is interference with attachment brackets

1'-3"1'-3"

F

SECTION F

** SEE STD PLAN J-75.40-00
    SHEET 1 OF 2 DETAIL C FOR
    GROUND CONNECTION.

É" STIFFENER

9" SQUARE HOLE CENTERED
THRU STIFFENER WITH
3" RADIUS AT CORNERS (TYP.)

¢ POST & BEAM

3" RADIUS
(TYP.)

CONT. BACKING ¡

BEAM

POST

BACKING

AWS FIG. 3.6 MAY BE USED
AT THE FABRICATORS' OPTION.

WELDING SHALL NOT BEGIN UNTIL
THE ENGINEER HAS INSPECTED AND
APPROVED FIT-UP OF THE JOINT.

MT & VT @ ROOT PASS 100% & @
COVER PASS 100%

CLIP É" STIFFENER ¡
AT RADIUS (TYP.)

DETAIL Y

SECTION G

ROOT OPENING
TO MEET AWS FIG. 3.4

SEE DETAIL Y

¼

ROOT OPENING TO
MEET AWS 3.4

POST

CONT. BACKING ¡

BASE ¡

DETAIL H

G


